
20
_H

TB
_1

-3
_0

1

Igénybejelentő (szerződő) neve: 

Igénybejelentő (szerződő) felhasználó azonosító:          

1. Hőszivattyúk
Az áramkörre csatlakoztatott berendezések műszaki adatlapjának, illetve a berendezés energiacímkéjének
másolatát kérjük csatolja igénybejelentéséhez.                    A műszaki adatlap, és energiacímke másolatát 
                             átvettem (Ügyfélszolgálat tölti!)
2. Hőszivattyú azonosítása

Hőszivattyú gyártója: 

Hőszivattyú típusa: 

Azonos típusú készülékek száma:   1 db   több, éspedig  db

3. Hőszivattyú villamos paraméterei

Hőszivattyú villamos csatlakozása:   1 fázis   3 fázis

Hőszivattyú névleges fűtőteljesítménye (kW): 

Hőszivattyú névleges villamos teljesítmény felvétele (kW): 

Indítási áramerősség mérséklésének módja:   Lágyindító            Inverter            Nincs

Névleges üzemi áramerősség (A):  Maximális áramerősség (A): 

Gyártó által javasolt biztosító áramértéke, karakterisztikája: 

Kiegészítő villamos fűtés teljesítménye (kW): 

Kiegészítő villamos fűtés villamos csatlakozás szempontjából különválasztható?            Igen          Nem

Kiegészítő villamos fűtés fogyasztásának számított részaránya a teljes hőszivattyús rendszer éves villamos-

energia-fogyasztásához viszonyítva (%): (amennyiben nem választható külön) 

4. Hőszivattyú üzeme

Rendszer felhasználása:           Hűtés          Fűtés          Használati meleg víz

Hőforrás:          Talajszonda          Talajkollektor          Vízkút          Levegő          Egyéb: 

   

Hőátadó közeg:   Víz       Levegő       Egyéb:      SCOP (szezonális jósági fok): 

5. Egyéb közlendő:

Kivitelező aláírása

Elosztói engedélyesek
elérhetőségei

Telefonos ügyfélszolgálat
Lakossági ügyfelek
h, k, cs, p 8.00-18.00
sz 8.00-20.00
Üzleti ügyfelek
h-p 7.30-20.00
 
Áram ügyintézés
Lakossági ügyfelek
T: 06 52/ 512 400
M: 06 20/30/70 45 99 600
Üzleti ügyfelek
T: 1423
 
Levélcímünk
(lakossági és üzleti)
7602 Pécs, Pf. 197
 
www.eon.hu
aramhalozat@eon.hu

Érkezett

Iktatási szám

Felhasználó azonosító

Felhasználási hely száma

Ügyintéző

Betétlap „H” árszabás igényléséhez
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Alulírott, mint a belső villamos hálózat kivitelezője kijelentem, hogy a 
külön mért felhasználói áramkörre (H tarifás áramkör) állandó jelleggel, 
megfelelő segédeszköz (szerszám) hiányában állagsérelem nélkül nem 
leválasztható módon, nem dugaszolhatóan kerülnek csatlakoztatásra a H 
tarifával ellátható berendezések. Más berendezés a H tarifás áramkörre 
nem csatlakoztatható.

A kivitelezést, a vonatkozó jogszabályi előírásoknak, műszaki biztonsági 
követelményeknek megfelelően végeztem el.

Kivitelező neve: 

Kivitelező címe: 

Kivitelező telefonszáma: 

Kivitelező e-mail címe: 
Kijelentem, hogy a közölt adatok a valóságnak megfelelnek.

E.ON tölti ki:

  _    
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1. Hőszivattyúk
A H tarifás mérésről üzemeltetett hőszivattyúk villamos adatlapjait kell csatolni, berendezés típusonként. Az adatlapok tartalmazzák a 
berendezés villamos adatait: névleges felvett villamos teljesítmény, maximális felvett villamos teljesítmény, névleges üzemi áramerősség 
és maximális áramerősség. 

2. Hőszivattyú azonosítása
Hőszivattyú gyártója: A hőszivattyút gyártó cég neve, vagy a készülék márkája
Hőszivattyú típusa: A hőszivattyút pontos típusa, pl.: ABC12D-E3

Azonos típusú készülékek felszerelése esetén csak egy adatlapot kell kitölteni, a pontos darabszámot meg kell jelölni. Ha a darabszám mező 
nincs kitöltve, alapértelmezetten 1 darab készülékre határozzuk meg az engedélyezendő értéket. Több különböző készülék (azonos gyártótól 
eltérő típusok is) esetén külön adatlap kitöltése szükséges.

3. Hőszivattyú villamos paraméterei
Hőszivattyú névleges fűtőteljesítménye (kW): A hőszivattyú által leadott hőenergia kW-ban kifejezve.
Hőszivattyú névleges villamos teljesítmény felvétele (kW): A hőszivattyú által a hálózatból felvett villamos teljesítmény.
Névleges áramerősség (A): A hőszivattyú által névleges üzemállapot során felvett áram.
Maximális áramerősség (A): A hőszivattyú által maximális áramerősség.

4. Hőszivattyú üzeme
SCOP érték (szezonális jósági fok): teljes fűtési szezonra vonatkozóan adja meg az éves fűtési energia igény és a befektetett energia
hányadosát. Elvárt minimális értéke: 3,4, amely az SCOP címkézési rangsorban az A+++, A++, A+, és A energiaosztálynak felel meg.

COP meghatározás:
• Levegő – levegő: A2 / A20
• Levegő – víz: A2 / W35
• Talajkollektor – víz: B_ / W_
• Talajszonda – víz: B_ / W_
• Víz – víz: W_ / W_
• Egyéb: _ / _

A COP nem egyenlő az EER, SEER, SCOP értékekkel!

5. Egyéb közlendő:
Pl. : Teljesítménybővítés esetén a már meglévő és üzemelő berendezések gyártója(márkája) és típusa.

Kitöltési útmutató – betétlap „H” árszabás igényléséhez
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1 Single - Type1-1. Unit Speci  cations
1-1-3. PZH4
1-1-3-2. Middle Static Pressure Duct Type　S-1014PF3E(125) / U-125PZH4E8

INDOOR MODEL S-1014PF3E(125) - -
PANEL MODEL - --

OUTDOOR MODEL - U-125PZH4E8 -
Branch pipe MODEL -

Performance test condition ISO5151 / EN14511 / EN12102 / EN14825

Power supply Ø, Hz 1Ø 50Hz 3Ø 50Hz
V Min Max

C
O
O
L
I
N
G

Capacity
kW - - - 3.2 13.6

BTU/h - - -
Current A

41300 41300 41300
1.08 1.06 1.04

12.1 12.1 12.1

5.65 5.40 5.20 - -

Input power W
TOTAL W - 640

10900 46400

4.54k
Annual consumption TOTAL kWh *4 1715

EER/EER CLASS TOTAL (W/W) *5/ ("A"~"G") - - - 5.00 3.00

ErP
*6

Pdesign kW 12.1 - - -
281.0 - - -(W/W)

Annual consumption kWh - - - -
- - - -Class

Power factor % - - - 92 92 92 - -

Noise indoor *7 dB-A (H/M/L) 35/31/27 - - -
Power Level dB 58/54/50 - - -

Noise outdoor dB-A (H/L) - 55/- - -
Power Level dB - 73/- - -

H
E
A
T
I
N
G

Capacity kW 13.5 13.5 13.5
46100 46100 46100

- - - 3.2 15.4
10900 52500BTU/h - - -

- - -
Current A 1.08 1.06 1.04

W 153 153 153
6.50 6.20 5.95 - -

- -Input power TOTAL W - 620 5.04k
COP/COP CLASS TOTAL (W/W) *5/ ("A"~"G") - - - 5.16 3.06

ErP
*6

Pdesign at -10°C kW - - - - 9.3 - - -
Tbivalent °C - - - - -10 - - -

(W/W) - - - - 165.0 - - -
Annual consumption - - - -
elbu(-10°C) kW 0.00 - - -
Class

Power factor % - - - 91 91 91 - -

Noise indoor *7 dB-A (H/M/L) 35/31/27 - - -
Power Level dB 58/54/50 - - -

Noise outdoor dB-A (H/L) - 55/- - -
Power Level dB - 73/- - -

LOW TEMP Total capacity(kW) / Input power(W) / COP -- - --
EXTRA LOW TEMP Total capacity(kW) / Input power(W) / COP 10.10- - --

Max Current(A) / Max Input power(W) 2.87/410 2.87/410 11.4 / 6.85k -
Starting current(A) (Cooling/Heating) - -

2.87/410
- 5.65 / 6.50

11.4 / 7.15k
5.40 / 6.20

11.4 / 7.40k
5.20 / 5.95 -

Comp output(W) - 2.80k 2.80k 2.80k -
Time Delay fuse max size(A) - 15 -

- - -
Fan motor output (Indoor/Outdoor) W 259 120 -
Moisture removal volume L/h 4.1 (4.1×1) - -
External static pressure Pa 50 (MIN10 - MAX150) - -

Indoor 
Air  ow *7

Cooling m³/min (H/M/L) 34.0 / 29.0 / 23.0 - - -
Heating m³/min (H/M/L) 34.0 / 29.0 / 23.0 - - -

Outdoor 
 ow

Cooling m³/min - 86.0 - -
Heating m³/min - 78.0 - -

Refrigerant type / amount(ship) kg / amount(max) kg - -

F-Gas
GWP / 

CO2eq (ton) (PRECHARGED AMOUNT) / 
CO2eq (ton) (MAXIMUM CHARGED AMOUNT)

- 675 2.03 4.03 -

Product dimension
Height mm 250 996 -
Width mm 1400 980 -
Depth mm 730 370 -

Product dimension (Panel) H×W×D mm - --

Packing dimension
Height mm 805 1134 -
Width mm 1665 1095 -
Depth mm 340 529 -

Weight
(NET) kg 39 84 -

(GROSS) kg -92 45
Panel (NET) kg -- -

Layers limit (actually) 3(4) 1 (2) -

Operation condition Cool (DBT) 18°C~32°C -15°C(*8　-20°C)～52°C -
Heat (DBT) 16°C~30°C -20°C ~ 24°C -

Max Working Pressure  HP/LP   MPa 4.15/2.55 -

P
I
P
I
N
G

Pipe port diameter mm (inch) (Liquid)Ø9.52(3/8)   (Gas)Ø15.88(5/8) (Liquid)Ø9.52(3/8)   (Gas)Ø15.88(5/8) -
Pipe diameter mm (inch) (Liquid)Ø9.52(3/8)   (Gas)Ø15.88(5/8) -

Connecting method flared type flared type -
Standard length  m 5 m -

Pipe length range  m *9 5 ～ 100 m -
Indoor unit & Outdoor unit height di  erence  m 15 m(OD located lower) / 30 m(OD located higher) -

Add gas amount (20~85) 
Add gas amount (85~100) 

g/m
g/m

40 g/m
g/m

-

Pipe length for additional gas  m
25 -
30m -

* In the case of nanoe X OFF
*1 In case it is necessary to indicate the air  ow volume in (l/s), the value in (m³/min.) shall be multiplied by 16.7 and rounded down the decimal point.
*2  If the EUROVENT Certi  ed models can be operated under the "extra-low" temperature condition, -7°C dry bulb and -8°C wet-bulb temperatures with rated voltage 230V shall be used.
*3 Network Impedance shall be applicable for EUROPE and CHINA models.
*4 The annual consumption is calculated by multiplying the input power at 230V(400V) by an average of 500 hours per year in cooling mode.
*5 EER and COP classi  cation is at 230V(400V) only in accordance with EU directive 2002/31/EC.

*7 H：High at setting 5 stage (Level 5)  M：Middle at setting 5 stage (Level 3)  L：Low at setting 5 stage (Level 1)    Noise of L is indicated by the values at FAN mode
*8 It is possible to operate at -20°C only computer rooms with the piping length of 30m or less.
*9 Total piping length is 100m but maximum wiring length is 85m. Piping length maybe limited depending on the wiring length.

220V 230V 240V 380V

3.43k

3.533.53 3.53

3.43k 3.43k

3.90k 3.90k 3.90k
3.46 3.46

400V 415V

- - - - -

- - -

153 153 153

- - - -

- - - -
- - - -
- - - -

kWh - - - -
- - - -

- - - -

- - - -- - - -

R32 3.000 5.975

A/

3.46 B/

* In the case of standard installation (Horizontal installation in the celling, rear side air intake)











Information requirements for air-to-air air conditioners Information requirements for heat pumps

Model(s): Outdoor Unit Model(s): Outdoor Unit
Indoor Unit Indoor Unit

Outdoor side heat exchanger of air conditioner: Outdoor side heat exchanger of heat pump: 
Indoor side heat exchanger of air conditioner: Indoor side heat exchanger of heat pump:
Type: compressor driven vapour compression or sorption process Indication if the heater is equipped with a supplementary heater:

Item Symbol Value Unit Item Symbol Value Unit Item Symbol Value Unit Item Symbol Value Unit

Rated cooling capacity Prated,c 12.1 kW
Seasonal space
cooling energy efficiency

ηs,c 281.0 % Rated heating capacity Prated,h 13.5 kW
Seasonal space heating 
energy efficiency

ηs,h 165.0 %

Refrigeration load Pdesign,c 12.1 kW Refrigeration load Pdesign,h 9.3 kW

Tj= + 35 ºC 12.1 kW Tj = + 35 ºC 3.5 % Tj =  - 7 ºC 8.2 kW Tj =  - 7 ºC 2.6 %
Tj = + 30 ºC 8.9 kW Tj = + 30 ºC 5.2 % Tj = + 2 ºC 5.0 kW Tj = + 2 ºC 4 %
Tj = + 25 ºC 5.7 kW Tj = + 25 ºC 8.0 % Tj = + 7 ºC 3.2 kW Tj = + 7 ºC 6.0 %
Tj = + 20 ºC 3.0 kW Tj = + 20 ºC 14.8 % Tj = + 12 ºC 3.4 kW Tj = + 12 ºC 6.8 %

Degradation co- efficient for 
air conditioners**

Cdc 0.25 - Tbiv = bivalent temperature 9.3 kW Tbiv = bivalent temperature 2.4 %

TOL = operation limit 8.1 kW TOL = operation limit 1.7 %
For air-to-water heat pumps:
 Tj = - 15 ºC (if TOL < - 20 ºC) - kW

For water-to-air heat pumps:
 Tj = - 15 ºC (if TOL < -20 ºC)

- %

Bivalent temperature Tbiv -10 ºC
For water-to-air heat pumps: 
Operation limit temperature

TOL -20 ºC

Degradation co- efficient heat 
pumps**

Cdh 0.25 -

Off mode POFF 0.016 kW Crankcase heater mode PCK 0.000 kW Off mode POFF 0.016 kW back-up heating capacity * elbu 0.0 kW

Thermostat-off mode PTO 0.028 kW Standby mode PSB 0.016 kW Thermostat-off mode PTO 0.037 kW

Crankcase heater mode PCK 0.000 kW Standby mode PSB 0.000 kW

Capacity control variable
For air-to-air air conditioner: 
air flow rate, outdoor

5160 m³/h Capacity control variable
For air-to-air heat pumps:
air flow rate,outdoor

4680 m³/h

Sound power level, 
outdoor

LWA 73.0 dB
Sound power level, 
outdoor

LWA 73.0 dB

For water-/brine-to-air heat 
pumps: Rated brine or water 
flow rate, outdoor side heat 
exchanger

- m³/h

if engine driven: Emissions of 
nitrogen oxides

NOx*** -
mg/kWh 
fuel input
GCV

Emissions of nitrogen oxides 
(if applicable)

NOx*** -
mg/kWh 
fuel input
GCV

GWP of the refrigerant 675
kg CO2 eq

(100 years)
GWP of the
refrigerant

675
kg CO2 eq

(100 years)

Contact details Contact details

air air
vapour compression no

if applicable: driver of compressor: [electric motor or fuel driven, 
gaseous or liquid fuel, internal or external combustion engine]

electric motor
if applicable: driver of compressor: [electric motor or fuel driven, 
gaseous or liquid fuel, internal or external combustion engine]

electric motor

U-125PZH4E8 U-125PZH4E8
S-1014PF3E S-1014PF3E

air air

Declared coefficient of performance or gas utilization efficiency / 
auxiliary energy factor for part load at given outdoor temperatures 
Tj

Power consumption in modes other than 'active mode' Power consumption in modes other than 'active mode' Supplementary heater

Parameters shall be declared for the average heating season, parameters for the 
warmer and colder heating seasons are optional.

Declared cooling capacity for part load at given outdoor 
temperatures Tj and indoor 27º/19ºC (dry/wet bulb)

Declared energy efficiency ratio or gas utilization efficiency / 
auxiliary energy factor for part load at given outdoor temperatures 
Tj

Declared heating capacity for part load at indoor temperature 
20 °C and outdoor temperature Tj

Type of energy input

Pdc
EERd or 
GUEc,bin / 
AEFc,bin

Pdh

COPd or 
GUEh,bin / 
AEFh,bin

Other items Other items

58.0 dB

Panasonic Testing Centre, Panasonic Marketing Europe GmbH Winsbergring 15, 22525 
Hamburg, Germany

Panasonic Testing Centre, Panasonic Marketing Europe GmbH Winsbergring 15, 22525 
Hamburg, Germany

** If Cdc is not determined by measurement then the default degradation coefficient air conditioners shall be 0,25.
*** from 26 September 2018.
Where information relates to multi-split air conditioners, the test result and performance data may be obtained on the basis of the 
performance of the outdoor unit, with a combination of indoor unit(s) recommended by the manufacturer or importer.
**** Refer to Information requirements for UnitList

** If Cdh is not determined by measurement then the default degradation coefficient of heat pumps shall be 0,25.
*** from 26 September 2018.
Where information relates to multi-split heat pumps, the test result and performance data may be obtained on the basis of the 
performance of the outdoor unit, with a combination of indoor unit(s) recommended by the manufacturer or importer.
**** Refer to Information requirements for UnitList

Sound power level, 
indoor

LWA 58.0 dB
Sound power level, 
indoor

LWA
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